
AREA & SECURITY

Precision Lighting  
for Visibility and Security
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A R E A & S E C U R I T Y
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HK Area & Security Lights bring the optical 
precision, marine-grade durability, and refined 
aesthetic form of our Accent Light platforms to 
applications that require enhanced nighttime 
visibility and broader coverage. 
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• Residential and commercial solutions 

• �Available in 12V and 120V-277V configurations

• �Integrated LED and lamp-based light engines  
delivering up to 1400 lumens per light head

• 180º vertical and 360º horizontal adjustment

• Field-changeable optics, lenses, and accessories

• �Aircraft-grade aluminum and corrosion-resistant  
finishes available in Black, Bronze, and White

• �Modular components and field-replaceable  
light engines

• �Narrow-band Amber LED available for wildlife and 
turtle-safe lighting applications

• �Readymade eligible configurations ship  
in 2 to 4 weeks

The Performance of  
an Accent Light.  
The Coverage of  
an Area Light.
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Unlike conventional security lighting that 
relies on excess brightness, HK Area & 
Security Lights combine fully aimable 
fixture heads, field-changeable optics, and 
architectural-grade construction to place 
light precisely where it is needed.
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Visibility through precision,  
not excess brightness Marine-Grade Construction.  

Proven Performance. 
Built on HK’s proven Accent Light platforms, 
corrosion-resistant finishes and architectural-grade 
construction deliver long-term performance in 
demanding outdoor environments.

A R E A & S E C U R I T Y

Fully aimable fixture heads, multiple optical distributions, and 
field-changeable accessories provide precise control over 
coverage and light placement.

AIM LIGHT WHERE  
IT MATTERS

• �180° vertical and 360°  
horizontal adjustment

• �Place and aim light precisely  
where visibility is needed

• �Reduce wasted light and  
improve nighttime visibility

CONTROL WHAT PEOPLE SEE

•  �Multiple optical distributions

•  �Field-changeable optical beams

• �Field-changeable lenses and accessories

•  �Adjustable angled and long glare shields

•  �Reduced direct-view brightness and  
improved visual comfort
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Readymade Configurations  
Ship Faster
Readymade configurations simplify specification 
and accelerate project timelines while delivering 
proven HK performance.

A R E A & S E C U R I T Y

One Family. 
Multiple Platforms. 
HK Area & Security Lights are available in 
integrated LED and lamp-based platforms for 
both low-voltage and line-voltage applications. 
They maintain a consistent design language 
and performance standards across residential, 
commercial, and landscape projects.

DESIGNED TO COMPLEMENT 
ARCHITECTURE

•  �Refined fixture proportions

•  �Optimized mounting systems

• �Marine-grade finishes and corrosion-
resistant materials

ZAL16 - Center Pivot
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Control the Beam. 
Define the Space.
The Adapt Optic allows the ZAA16 to 
transition from a narrow 14° beam to a 
broad 70° distribution in the field. Expand 
coverage, refine light placement, and adapt 
to changing project requirements without 
replacing fixtures.

Adjust coverage after installation to place light 
exactly where it is needed.

Adapt Optic 
Available on ZAA16 models

10 ZAL16 

ZAL11
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ZAA16 / ZAA16 CP
Coverage That Adjusts to the Application.
Field-adjustable beam control.

2.25" dia.

5–10W (500–950lm) per light head*

12V

HK LED

ZAL11
Big Performance. Small Presence.
Discreet architectural applications.

1.65" dia.

5 –7W (450–675lm) per light head*

12V

HK LED

Solutions for Residential  
and Commercial Applications

ZA16 GU10
Line-Voltage Lamp Flexibility.
Serviceable GU10 lamp platform.

2.25" dia.

7.5W (600lm) per light head*

120V, 230V

SORAA, LED Lamp, Halogen

A R E A & S E C U R I T Y

ZAL16 / ZAL16 CP
Integrated Performance.
Long-Term Flexibility.
Serviceable integrated LED platform.

2.25" dia.

5–10W (500–900lm) per light head*

12V

HK LED

ZA16 / ZA16 CP
The Architectural Alternative  
to Traditional Security Lighting. 
Versatile, lamp-based platform.

2.25" dia.

7.5W (640lm) per light head*	

12V

SORAA, LED Lamp, Halogen

* Listed wattage and lumen values are per light head. Double Area Lights provide twice the listed wattage and lumen output.
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ZAL16-I
Commercial Control.  
Architectural Performance.
Versatile line-voltage platform.

2.25" dia.

5–14W ( 400–1400lm) per light head*

120V–277V

HK LED

ZAL20-I
Architectural Lighting for Larger  
Areas and Longer Distances.
Higher-output integrated LED platform.

3.00" dia.

21–28W (2000 –2700lm) per light head*

120V–277V

HK LED

A R E A & S E C U R I T Y

Precision Lighting for  
Visibility and Security

Explore specifications, photometrics, 
installation resources, and product details.

Learn More
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ZAL20-I

* Listed wattage and lumen values are per light head. Double Area Lights provide twice the listed wattage and lumen output.

https://www.hklighting.com/area-security/
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Watts (Lumens)
per Light Head 5 or 7W (450 – 675lm)1

HK LEDLight Engine

Narrow (29º), Medium  
(40º), and Wide (57º)

Optics

MLV or ELV Phase Control dimming.Dimming

12VVoltage

CRI 90 (Integrated LED Models)Light Quality

50,000 hours Rated LED Life

ETL Listed for Wet Location, IP67 Standard. RoHS Compliant.Listings

2700K, 3000K, 4000K, Amber 2CCT Options

Readymade eligible configurations ship in 2 to 4 weeksReadymade

Glare Control
Adjustable angled and long 
glare shields available.

Diameter 1.65" dia.

ZAL11

A R E A & S E C U R I T Y

Aimability 180º Vertical & 360º Rotational

5, 7 or 10W (500–950lm)1

Adjustable Beam:  
14º – 70º

2.58" dia.

ZAA16 / ZAA16 CP 

7.5W (640lm)1

SORAA, LED Lamp,  
Halogen

SORAA Snap System:  
10º – 60º

2.25" dia.

ZA16 / ZA16 CP 

Watts (Lumens)
per Light Head

7.5W (600lm)1

SORAA, LED Lamp, HalogenLight Engine

Narrow (20º), Medium (33º), Wide (44º), Extra Wide (57º)Optics

120V, 230VVoltage

Diameter 2.25" dia.

ZA16 GU10

Aimability 180º Vertical & 360º Rotational

5, 7, 10 or 14W (400 –1400lm)1

ZAL16-I 

21 or 28W (2000–2700lm)1

Narrow (16º), Medium (26º), 
Wide (40º), Extra Wide (60º)

3.00" dia.

ZAL20-I
Discreet architectural 
applications.

Field-adjustable 
beam control.

Versatile, lamp-based 
platform.

Serviceable GU10 lamp platform. Versatile line-voltage platform. Higher-output integrated 
LED platform.

MLV or ELV Phase Control dimming.Dimming

CRI 90Light Quality

50,000 hours Rated LED Life

ETL Listed for Wet Location, IP67 Standard. RoHS Compliant.Listings

2700K, 3000K, 4000KCCT Options

Readymade eligible configurations ship in 2 to 4 weeksReadymade

Glare Control

HK Area & Security Lights

1716 HK Lighting

Adjustable angled Adjustable angled and long glare shields available. Adjustable angled and long glare shields available.

Corrosion resistant aluminum with stainless steel hardware.Material

Marine-grade black, bronze, or white powder coated aluminum.Finish

Corrosion resistant aluminum with stainless steel hardware.

Marine-grade black, bronze, or white powder coated aluminum.

Material

Finish

5, 7 or 10W (500–900lm)1

HK LED

Narrow (20º), Medium (33º), 
Wide (44º), Extra Wide (57º)

ZAL16 / ZAL16 CP 
Serviceable integrated  
LED platform.

120V – 277V

HK LED

1 Listed wattage and lumen values are per light head. Double Area Lights provide twice the listed wattage and lumen output.
2 Narrow-band Amber LED available on select models for wildlife and turtle-safe lighting requirements.



HK LIGHTING
2151 Anchor Ct,  
Thousand Oaks, CA 91320
805.480.4881

sales@hklighting.com
hklighting.com

How can we help illuminate 
your next project?

07.15.26

http://hklighting.com

