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Mount the Fixture

TURN OFF POWER BEFORE AND DURING WIRING TO POWER SUPPLY
 Installation/Service must be done by a qualified electrician, and compliant with NEC and Local Codes.

INSTALLATION,  
MAINTENANCE & SERVICE

AREA & SECURITY   |   ZA Series   |   Low Voltage Models   |   12V   

Low Voltage Area Lights 
(includes ZAL11, ZAA16, ZAA16 CP, ZAL16, ZAL16 CP, ZA16, ZA16 CP models)

❶  ����Remove Mounting Plate 
• Using a 5/64" hex key, loosen both set    
    screws and remove the mounting plate    
    from the fixture.

❷  ��Install Mounting Plate 

• Install the supplied foam gasket between the      
    mounting plate and the mounting surface. 

• Secure the mounting plate using appropriate     
    #8 fasteners for the mounting surface. 

• For uneven or heavily textured surfaces apply     
    a continuous bead of exterior grade silicone     
    sealant around the perimeter of the mounting      
    plate, as required, to prevent water intrusion.

❸  ��Make Electrical Connections 
• Connect the fixture’s 18 AWG input wires to     
    the 12V power supply using appropriate     
    wire connectors. 

• Feed the wiring and connectors through the      
    mounting plate.

❹  ��Install Fixture 

• Slide the fixture canopy onto the mounting      
    plate until it bottoms out. Ensure the     
    mounting plate is fully seated within the     
    canopy. Verify that the supplied O-rings     
    remain properly installed on the mounting     
    plate during assembly. 

• Tighten both set screws to secure the fixture.
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Rotate
       360º

Each light head rotates
and tilts independently.

Tilt 180º

5/64"
Rotational Locking

Hex Screw

9/64"
Tilt Locking
Hex Screw
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INSTALLATION,  
MAINTENANCE & SERVICE

Position and Aim the Fixture

TURN OFF POWER AND KEEP FIXTURE COOL DURING MAINTENANCE SERVICE

ZAL11, ZAA16, ZAA16 CP, ZAL16, ZAL16 CP, ZA16, ZA16 CP
Area & Security  •  ZA Series

❶  ����Level the Fixture 
• If the fixture requires leveling,    
    loosen the two canopy set    
    screws. Rotate the canopy    
    around the mounting plate    
    until the fixture is level, then     
    retighten the set screws.

❷  ��Adjust Tilt 
• Loosen the tilt adjustment     
    screw using a 9/64" hex key. 

• Aim the fixture head and    
    tighten the adjustment screw.    
    Do not overtighten.

❸  ��Adjust Rotation 
• Loosen the rotation adjustment    
    screw using a 5/64" hex key. 

• Rotate the fixture stem to the     
    desired position and tighten    
    the adjustment screw. Do    
    not overtighten.
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INSTALLATION,  
MAINTENANCE & SERVICE

ZAL11, ZAA16, ZAA16 CP, ZAL16, ZAL16 CP, ZA16, ZA16 CP
Area & Security  •  ZA Series

Refer to the corresponding Accent Light Installation 
Instruction for detailed procedures covering fixture 
adjustment, lamp or LED module replacement, glare 
shield installation, and optical accessory installation.

ZA Series Refer to:

ZAL11 ZXL11 Installation Instruction

ZAA16 ZXA16 Installation Instruction

ZAA16 CP ZXA16 CP Installation Instruction

ZAL16 ZXL16 Installation Instruction

ZAL16 CP ZXL16 CP Installation Instruction

ZA16 ZX16 Installation Instruction

ZA16 CP ZX16 CP Installation Instruction

ADDITIONAL INSTRUCTIONS ON PROPER WIRING: 

a)   �The low-voltage cable shall be installed and routed in close proximity to the luminaire or fitting, or adjacent 
to a building structure such as a house or deck, in order to provide protection from physical damage.

b)   �The low-voltage cable shall not be buried, except for a maximum length of 6 inches 15.2 cm when 
necessary to make the connection to the main low-voltage supply cable.

c)   �The low-voltage cable shall be cut to length and connected to a listed connector located within 6 inches 
15.2 cm of a building structure, luminaire, or fitting.

 

Fixture Adjustment and Maintenance
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https://www.hklighting.com/wp-content/uploads/2025/02/HK_Installation-Instructions_ZXL11.pdf
https://www.hklighting.com/wp-content/uploads/2025/01/HK_Installation-Instructions_ZXA16.pdf
https://www.hklighting.com/wp-content/uploads/2025/01/HK_Installation-Instructions_ZXA16_CP.pdf
https://www.hklighting.com/wp-content/uploads/2025/02/HK_Installation-Instructions_ZXL16.pdf
https://www.hklighting.com/wp-content/uploads/2025/02/HK_Installation-Instructions_ZXL16_CP.pdf
https://www.hklighting.com/wp-content/uploads/2025/02/HK_Installation-Instructions_ZX16.pdf
https://www.hklighting.com/wp-content/uploads/2025/02/HK_Installation-Instructions_ZX16_CP.pdf

